Morgan Water Boxes can be installed at various locations in a bar or wire rod mill to offer maximum control of the mill temperature profile and therefore control of the mechanical and metallurgical properties. The water box system can be configured for plain carbon products, specialty steel grades, or quench and tempered concrete reinforcement products. The split nozzle design allows an operator to open nozzles quickly and easily for inspection and cleaning. Options are available for changing of nozzle sizes in a set with interchangeable headers or changing of an entire line with side-shifting boxes.

FIELD OF APPLICATION
Long rolling mills

MAIN BENEFITS
The Morgan Water Boxes provide efficient cooling with elements that are easy to handle and maintain. Stainless steel nozzles provide long service life and have replaceable wear parts within the nozzle body. Headers are designed to ensure excellent nozzle alignment to minimize the risk of cobbles when changing product sizes. The complementary Primetals LR Enhanced Temperature Control System provides monitoring and control of stock temperature to guarantee the correct properties throughout the process.
PRODUCT FEATURES

- Sturdy water box construction
- Interior of nozzles easily accessible for inspection
- Replaceable wear parts within the nozzles
- Proven piping and valve stand design
- Traversing option for short change times

TECHNICAL DATA

<table>
<thead>
<tr>
<th>Feature</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Product size range</td>
<td>4.5 - 63 mm</td>
</tr>
<tr>
<td>Typical lengths</td>
<td>2.9, 4.7 &amp; 6.1 m</td>
</tr>
<tr>
<td>Cooling capacity</td>
<td>50 - 200°C per box up to 500°C for arrangement</td>
</tr>
<tr>
<td>Nozzle bore sizes, wire rod mill</td>
<td>10.5 - 40.0 mm standard</td>
</tr>
<tr>
<td>Nozzle bore sizes, bar mill</td>
<td>Up to 90.0 mm standard</td>
</tr>
<tr>
<td>Minimum on/off time</td>
<td>200 ms</td>
</tr>
</tbody>
</table>

SERVICES

- Integration engineering – customized solutions
- Erection advising – planning and supervision of installation ensures system performance
- Commissioning – expertise provided for start-up and training on system operation
- Maintenance – services available, but little required
- Spare parts – customized program minimizes inventory and controls cash flow

OTHER RELATED PRODUCTS

- Primetals Technologies EA LR Enhanced Temperature Control System
- Morgan Vee No-Twist® Mill
- Morgan Vee Mini-Block
- Morgan Intelligent Pinch Roll
- Morgan High Speed Laying Head
- Morgan Stelmor® controlled cooling conveyor

The information (including, e.g., figures and numbers) provided in this document contains merely general descriptions or characteristics of performance based on estimates and assumptions which have not been verified. It is no representation, does not constitute and/or evidence a contract or an offer to enter into a contract to any extent and is not binding upon the parties. Any obligation to provide and/or demonstrate respective characteristics shall only exist if expressly agreed in the terms of the contract. These estimates and assumptions have to be analyzed on a case-to-case basis and might change as a result of further product development. Primetals Technologies excludes any liability whatsoever under or in connection with any provided information, estimates and assumptions. The provided information, estimates and assumptions shall be without prejudice to any possible future offer and/or contract. Any use of information provided by Primetals Technologies to the recipient shall be subject to applicable confidentiality obligations and for the own convenience of and of the sole risk of the recipient.